
NundnetIntegrated Access Control 
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entry exit engineering
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An exclusive design, elegant appear-
ance, �ush mount with no visible cables 
or cords, complying with the industry 
standards, an extra ordinary choice for 
extreme hygienic standards. IP65 
ingress protection rating hence suitable 
for indoor and outdoor applications. An 
innovative technical design to resist any 
interference with an ambient light 
source. 

The switch is available in various types 
slim, rectangle and square based on ap-
plication, made of SUS 304 stainless 
steel depends on application.



WAVE TO OPEN BUTTONS

designed for every location & application

TOUCHLESS & SAFE
PERFECT LOCKING SYSTEM

Material
SUS304 steel faceplate

 IP 65

Ingress Protection
The unit is IP 65 rated 

Temperature
Operating -20ºC~ 65ºC

Electricals
Direct supply/ Battery operated

Timer
5 sec, 15 sec, 15 minute, external switch

Detection Method
Touchless using waving of hand
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Technically, suitable for all applications but mainly designed for speci�c locations 
such as restrooms etc to avoid  transmission of bacteria and other germs by 
touching the most exposed units ike locks and handles.An outdoor unit allows 
the entry to the restroom while an indoor unit allows to close the door, and all is 
by wave of the hand. The timer switch allows the delay for 5s, 15s, 15m etc based 
on requirements. The whole unit can integrated with an external lamp and time 
delay switch.

WAVE TO OPEN

5 ~30M

Sensing distance
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Rest rooms etc.

Operation

Control type

Voltage

Current

Output

Timer

Languages

Speaker

Indicators

Certi�cations

Ingress protection

Temperature

Humidity

4~8 Ω, 1 ~5W
52~70dB

Wired communication between entry, exit controllers
and indicators.
12V/ 36V,  
DC/AC
Operating current 165mA/ 12V
Standby current 125mA/ 12V

Relay dry contract
NO, COM

Delay timer adjustment DIP 
5 sec, 15 sec, 15 minute, external switch for time extension

Optional- English, Korean, German, Arabic, Russian
(other languages can be customised)

Open, Close ( from both sides, internal panel & external panel)
External lamp can be added based on location

IP 65 (standard)
IP 67 ( customised)
Operation   -20°C ~ 65°C (-68°F ~ 149°F)
Storage   -25°C ~ 70°C (-77°F ~ 158°F)

Relative 96%

Touchless, using waving of hand.
IR detection at the range 5~30Meters
Safe for humans, pet immunity detection
Entry, exit, delay, emergency, indicators

Infra red Modulation frequency   38KHz
Scanning Interval  100ms
Response time   ≤130ms
Angular coverage  30°
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TECHNICAL SPECIFICATIONS
NU1310WO

WAVE TO OPEN BUTTONS

FCC Class A (US), ICES-003 Class A (Canada),
CE Mark EN 301 489-3 EN55022 EN50130-4 (EU)
C-Tick AS/ NZs CISPR 22 (Australia & New Zeeland), Korea (KCC)
RoHS, Administrative Measure on the Control of Pollution Caused by
Electronic Information Products, WEEE

Warranty Warrantied against defects in materials and workmanship for 12/24 months
(please visit https://nundnet.com/warranty)

Sensitivty 4 levels : Low, Normal, High, Super High

Dimensions
(L X W X H)mm

SQUARE   RECTANGLE 

PANEL TYPES
Three di�erent designs available

WAVE TO OPEN
WAVE TO OPEN

square rectangle

121 x 51  x  45.5129  x  129  x 46

Wireless receiver 3V (AA x 2) for slim
     6V( AA x 4) for square

Wireless frequency range   2.4GHz



ORDERING METHOD
One set for one door control wired
Internal switch NU1310WOK I + External switch NU1310WOK E  + Controller NU1310W0K C

Nundnet, the Nundnet logo, and other trademarks associated with Nundnet products referred
to in this publication are trademarks of Nundlab, Inc. USA or its a�liates. 
The product is warranted for the period of �ve years under limited conditions. For warranty 
terms & conditions, kindly visit nundnet.com/warranty
Product speci�cations and availability are subject to change without notice.
© Copyright 2014, Nundlab, Inc.  USA, All rights reserved.
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Nundnet
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NU1310WO
WAVE TO OPEN BUTTONS

DIMENSIONS & DRAWINGS

NU 1310WOK SET

One set for one door control wireless
Internal switch NU1310WOL I + External switch NU1310WOL E  + Controller NU1310W0LC

NU 1310WOL SET
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