Integrated Access Control d
Systems & Solutions Nun net

entry exit engineering
GLASS BARRIER

NUBO510

Fence/ holder, railing Material
SUS 304, SUS 316 (Optional)

Glass panel
Tempered 8mm/ 10mm

Environmental
10°C ~ +65°C, RH 75% at +15°C

Tempered glass

Length 500

Height 1000

Thickness 8/10

4/2 (on sides for side fences)/ 2 (ground holder)
Brushed stainless steel

Circular, Square, Railing

SUS 304 grade, SUS 316/ RAL coated (optional)
1.5mm, 2.0 mm (optional)
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Storage -10°C ~ +65°C
Operation -10°C ~ +65°C
75% at +15°C

CE, RoHS, WEEE

Nundlab inc., USA.

www.nundnet.com




DRAWINGS & DIMENSIONS GLASS BARRIER NUBO510
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SIDE GLASS POST  Clamped Glass Railing
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500 STAINLESS STEEL HOLDER Ground Glass Clamps

www.nundnet.com

all dimensions in mm

Nundlab inc., USA.




DIMENSIONS & DRAWINGS
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BOTTOM BARRIER RAIL Bottom Rail

A

~

GLASS BARRIER NUB 0510
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BARRIER RAIL Dadoed Glass Railing

CUSTOMISED Glass Panel
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ORDERING METHOD
NUB0510 Glass barrier/ glass balustrade/ glass enclosure for turnstile fencing application, (500 x 1000/ Length x Height)mm,
tempered glass panel,
Tempered glass thickness E:8mm T:10mm
Stainless steel grade 4:SUS304 6: SUS316

Side post
Ground clamps
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publication are trademarks of Nundlab, Inc. USA or its affiliates.

Product specifications and availability are subject to change without notice.
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Bottom barrier rail (A - Aluminum , F - SUS304 stainless steel grade , X- SUS316 stainless steel )
Bottom barrier rail (A - Aluminum , F - SUS304 stainless steel grade , X- SUS316 stainless steel ) with the steel hand rail
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