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SLIM DESIGN, INSTALL ANYWHERE
STANDARD ACCESS CONTROL NUST151K
EM CARD READER

IP65 PROTECTION LEVEL

125kHz READER
Tap into increased & improved performance with NETWORKED
fNol;lNDLAB ACCESS CONTROL COMMUNITY WIEGAND 26~34 SUPPORT

advanced features.
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ACCESS CONTROL READERS
STANDARD EM ACCESS READER

FEATURES

6

WG26~34 (standard),
WG37~58 (customised)

Ingress protection
IP65 rated housing

TECHNICAL SPECIFICATIONS

Low frequency
125kHz standard

Buzzer
for audible alerts

NUST151K

ABS Enclosure
durable & tough

Indicators
Bi colored LED

Certifications
CE, RoHS, WEE, FCC

Power supply
Environment
Construction material
Ingress protection
Communication interface

LED
Beeper

Reader type

Legacy card format

Certifications

Dimensions (LxWxD)

www.nundnet.com

12~24VDC £ 15%
Standby mode
Operation mode

Voltage (input)
Consumption <30 mA

300 mA

Temperature  Operation 0°C ~ 60°C, Storage -15°C ~70°C
90% Relative humidity

ABS enclosure for durable, lightweight thermoplastic construction offering excellent
impact resistance, heat stability, and a high-quality surface finish.

IP65 Rating, completely protected against dust ingress and resistant to low-pressure
water jets from any direction, suitable for outdoor & harsh environment installations.

Wiegand WG26~34 binary bits are transmitted per card, using two wires ( Data0 and
Data1) for signaling. WG37~58 (customisation on request).

Bi-colored LED indicator for clear visual feedback
Yes

Supports ISO18000-2 standard
Compatible with EM4001, EM4100, EM4102
HID, Nundprox series

FCC Class A (US), ICES-003 Class A (Canada),

CE Mark EN 301 489-3 EN55022 EN50130-4 (EU)

C-Tick AS/ NZs CISPR 22 (Australia & New Zealand), Korea (KCC)
RoHS, Administrative Measure on the Control of Pollution Caused by
Electronic Information Products, WEEE

82.0%42.0*18.0 (mm)/3.23* 1.65 * 0.71 (inches)

Warrantied against defects in materials and workmanship for 12/ 24/ 36 months

(please visit https://nundnet.com/warranty)
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ACCESS CONTROL READERS _
STANDARD EM ACCESS READER NUST151K
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ORDERING
NUST151K Standard card reader supporting 125 kHz technology, Wiegand WG26~34, supports ISO18000-2

standard and compatible with EM4001, EM4100, EM4102; IP65 rated, built-in buzzer, bi-color LED

indicators for status display.
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